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Drop in the tower roof, this sits flush against the top of the 
strengthener and the two ‘bricked up’ windows.

Take careful note of the tower inner walls, there 
are two pairs, one pair slightly longer than the 
other. Add the longer pair first at opposite sides 
of the inner walls keeping the top edges flush. 

Then add the shorter 
inner walls to the other 
two sides.

Now add the tower 
capping stones

Lastly add the side storage roof, test the 
fit first before adding glue it is a tight fit 
around the tower.



7 OFFICE BUILDING
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Start by combining the two base strengtheners 
OB1, & OB2. Fold back and glue the position tab 
on OB2 then affix to OB1 - the tab fitting into the 
slot, centralising the base card. 

Tab Like so.

Add the two side 
supports (SS) flush to the 
base and tight into the 
corner fold of the gable 
walls, this will leave a 
1mm gap at the back 
edge of the support to 
the back edge of the 
gable wall.

Like so.

Like so.

Now wrap the 
gable walls 
around the OB2 
base, having the 
gable end 
overhang the 
combined base.

Then add the office floor support (OF) resting it 
atop the side supports and flush to the inside of 
the gable wall again leaving a 1mm gap at the 
rear.

1mm gap.

Now add the window frames, Break room 
gable to the inside of the gable wall and the 
two break room sides to either side. Carefully 
align the windows to the openings keeping the 
top edges flush with the outer walls.

OB2

OB1

OB2

OB1

SS

SS
OF



Now add the office rear wall 
(OR), this slots into the 1mm gap 
and sits on the base and flush 
against the inner supports and 
flush with the back of the main 
gable walls.

Like so.
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Add the office front and rear frames to the 
corresponding walls carefully aligning the 
windows to the openings keeping a 1mm 
space from the bottom of the wall to the 
bottom of the frame, so that the doors will sit 
on top on the doorstep on the base.

Add the complete office block to 
the side of the garage. Carefully 
centre the building and keep the 
apex edges flush.

Now add one of the front/rear office side walls 
(OW) to either side of the office and glue flush into 
the corner against the garage wall.

OR

OW



Attach the front/rear office walls into place, these fit flush to the 
office base with the door step fitting below the doorways. The 
side wall folds round and fits flush into the corner fold of the 
gable end.

Then add the small side roof.

Like so.

Now the main roofs. First add the garage roof, the 
cut out section on one side fits against the gable 
end, test the fit then glue into place.

Then add the gable roof.
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7 FINISHING TOUCHES

Add strips of ridge tiles.

Add a sign.

Add the doors, if you want one open, 
trim to fit.
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