





LET'S START TO BUILD!
o Window & Door Frames

Start off by matching the windows to the
corresponding window frames A to D. Also

add a door of your choice to Frame A
keeping the side, top and bottom edges flush
with the frame.

If you'd like to add curtains to the windows
do this now. See fig. 10, page 10

Like so.

Place the completed windows
back into the builders yard for
the time being.

Fold back and glue the green tab on the House base (top)

Then using the green tab as a
guide, fit into the green
outlined slot in the House
base (bottom), keeping the
side and rear edges flush.

Like so.

Now add the Main walls. The longer side walls fit flush to the
side of the base with the front fitting atop the paved part of the
base and against the plain brown section.

Like so.




e Frames & Internal Strengthening

Starting with window frame ‘A’ carefully align and
position the door and window centrally through the
openings on the Main walls. This will leave an even

I mm of the window frame showing through the
openings. Note the base of the door frame is flush to
the door opening on the main walls, the sides and top
with the 1mm frame showing.

| Work your way
upwards with B, C and
D frames. You will have
an approximate 2mm
gap between each
frame on the inside of
the walls. This is where
the S2 strengtheners
will slot into later on.

Like so.

Now fix the side supports (S1) to the
inside walls, tight into the corner and
flush to the base.

- The short notched edge is the top
of the support.
Repeat on the opposite inner wall.

Next add the three floors (S2) these slot into the side
supports and fit flush between the inner window
frames.

Start at the bottom and work your way upwards.




First glue the inside roof wall keeping the top edge
flush with the main wall.
B

e The Roof

Then fit the roof base with the wing tabs fitting flush
with the top of the side supports and fight to the
underside of the inner roof wall.

Fold the chimney formers back and glue to
create double thickness

Then add the Chimney
side to the former, all
edges flush.

Add the 3 card thick former to the inside of the main wall.
Again keeping all the exposed edges flush.

To complete the chimney, add the
chimney stack. Keep the rear and
top edges flush and fold the font
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On the opposite side, add the
inner roof wall again with the
exposed edges flush.

Then add the two roof supports
(S4) to both sides keeping the
rear edges flush.

Finally add the roof, flush to the
two roof supports.




Start by pairing up the steps, glue together with all edges flush.

Then glue the steps together, start at the bottom with the
red first step, add the orange 2nd keeping the side and
rear edges flush, and work your way up to the smallest
4th step.

to the sides of the steps, keeping the base and
rear edges flush.

Then fit the completed steps to the main walls,
centred under the door and flush with the side
wall and base.

The House back (S3) fits flush against the inner side wall
supports and floors.

Advisory Note:

If you're building a row of these house fronts, then now is a good time to put this build to
one side and work on the next. As the front walls and wall capping is easier to add when
you have your completed row. Also some of the finishing touches do vary if you have some
of the optional build extras such as the dormer and bay windows, so it’s best to plan now
how you want your row to look before adding the final details.



e Bay Window
Check the fold on the bay window first, make sure they easily and evenly fold back, if needed
carefully run your knife along the scoreline to make the fold easier.

Start by folding the bay window
around two of the bay window
formers (S5) glue them flush to the top
and bottom edges of the bay window.

Gently score the
A2 and B2
windows along the
dashed line and
gently fold the
windows back to
the angle of the
bay window.

Carefully align the A2 and B2 windows to
the inside of the bay window. Check the fit
first then glue into place.

Add the third S5 inbetween the L : _

glazing to strengthen the centre.

Cut out and add a bay window
back (see page 11) then glue to
the main wall, keep the right side
of the bay window flush to the
step wall.

Add the Bay window roof base
then the bay window roof top
to complete.




e Dormer Window

Align window E to the dormer frame,
then the frame to dormer window.

Fold back the orange tab 90
degrees.

Fold round the side walls and glue
flush to the orange tab.

Position on the roof, then add the dormer roof.

Please note that the ridge tiles will need to be trimmed to
fit flush with the roof edge if you add dormer windows.

9 Finishing Touches - The Front Wall

Fold back and glue to make the front and side walls
double thickness.

Add the side wall first (if adding more houses to the row
then this is not needed).

Then add the front wall, flush up to the step wall and
resting against the end of the side wall.

Now for the capping stones, use the thinner
strips and cut to the required length.

For the steps you'll need to carefully score
the capping so that it fits neatly to the slope
of the walls.



Q Finishing Touches - The Roof

Align the small chimney capping stone atop the large capping stone keeping
one of the short edges flush (this will be the rear edge) and an even Tmm
spacing along the other edges.

Then add to the chimney stack.

Lastly add the chimney pots (see fig11 ), the wider wall
capping to the wall tops, and the ridge tiles to the top
edge of the roof.

Note the ridge tiles will need to be trimmed to fit flush if
you have added a dormer window.



@ Curtains

To fit curtains fix a small strip of waste card
to each side of the window, then glue the
curtain to the waste card so that it shows
through the window (the waste card will
space the curtain back from the window a c A
i Vi ut eac
little giving @ g.recn‘e.r .effe.ct of depth). coneach
For extra curtains, visit this product on our shape
website www.metcalfemodels.com Waste ¢

cutinto Curtain with

thin stri coloured portion

m Chimney Pots facing through

the wind i
Cut into strips the chimney pots, then roll tightly around a @ window opening

nail or rod approximately 4mm in diameter
Then unroll the end enough to smear with a little glue,
then roll back up and hold tight until set. To finish dab a

uje3any
ulegng

little paint on top of the pot.

Please Note: once you have perfected the art of rolling
your own chimney pots you will soon realise that they Curl strip

are extremely realistic and finish the model nicely. So slithtly
please be patient and keep trying, the chimney pots do irst.
make all the difference.
You can download more chimney pot sheets from our Pots.
. . . Small

website: www.metcalfemodels.com - navigate to this X

. Chlmney
product and click the downloads tab. top stone.

There will be a pdf you can download and
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Chimney Pots

Dormer Window Backs

Bay Window Back
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