





To hold the door
in place simply fix
a small strip of
waste grey card
against i,
top and bottom.

Leave a small gap along
the back edge to allow the "
backdrop card to sit on top of the base.

Hint:
| Attach a strip of
_waste card to the
back of the display
| soyou can handle
it with tweezers.

Fit the window displays sitting
on the lower sill and up against
the tapered top sill so they are

Fit in front of
"o © held at an angle.

door side where
it overhangs.

Fit inner pilasters and top.

This is best done with the
window unit laid on its back
so that the back edges
all line up flush.

The bottom edges
of the pilaster may
need to be trimmed
with scissors to make

them level with the base.

Cut out and fix the backdrop of your choice
onto the grey card back wall.
Then fit it to the back of the shop window unit.

Low
— -; back vall with backg
S i rop.

Make sure it is standing on top of the base.

Ft the grey 1st floor card
with the small notch.

Fix to top of the unit
flush to back edge.

along the
front edge.

Also the black window sill strips,

which sit on top of the window frame.
Test first as you may need to trim them to fit.

O Upper Windows.

Fix the glazings to
the back of the
window frames

WF1. and WF2.

Lay glazing flat on work
¥: surface and place tiny spots
«; of glue down each side,

on top. Position the frames
in the centre of the opening.

Lay the completed window flat on your work surface.
Place the wall with appropriate opening over the top.
Slide to the correct position and press firmly down to fix.

@ Fit Window Unit to Building.

Fold the side walls around
and push the shop window
unit into the building.

Fit the unit FLUSH to the
back wall and base.

Lay on its back to line

ront pilasters fold around and
fix to the front of the window unit.

Fix the black sign top strips,
wide one first, narrow one

Then attach the sign so it sits
on top of the black pilasters.



@ Inner floors.

Fix a small piece of waste card
on to the top of the window unit
pushed up against the back of the
wall to stop it bowing in later.
Leave a gap on back edge here
for the back wall to sit on.

Fix the two small 2nd. floor
spacers as shown pushed
tight into the corner and
down on the window unit.

_ Then fit the 2nd. floor card

i sitting on top of spacers and
5 A pushed against front wall.

‘Attach 3rd. floor spacers

e nl:}p’o'f 2nd. floor pushed

tight against front wall.

Fit the gable inner thickeners to the
back of each gable as shown

The gable thickeners
need to be flush with
wall tops, they make
gluing the roofs on
a lot easier.

3rd. floor sitting

on top of spacers
pushed against
front wall.

At each stage make sure the floors and spacers
are pushed in far enough to leave a recess down
the back of the gable walls to allow the back
wall to fit inside the building.

@ Roof.

Black lines are guides for fixing the two
gabled roofs

Fit the grey back wall
But don‘t forget to
fit upper window

display if needed.

Position the point of v
the roof one slate down
from the top edge of the
main roof.

* Where the back edges of the roof
meet the main roof, place tiny spots
of glue along the underside edges

Fit to base card first with sides
and front seated firmly up
against the tab, then fit the
roof in the same way.

Fix tiny strips of waste grey card
to the inside edges to give it a
better gluing surface when

fitted to the building.

Finally, fit the small black bay
window roof top card.
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(13) Barge Boards.

Fix two grey barge board
spacers, one on top of the
other onto the wall and
fixed tight up under the
overhanging roof

The barge boards
fix on to the front

i edge of the spacers
% also pushed tight

x .

" up against the
underside of the
overhanging roof.

@ Upper Bay Window.

The bay window base and roof both have tabs that
fold back and glue giving a flange around _
the edge for the window unit to sit in.

Flange needs to be equally spaced
from edges when folded over.

v

to fit inside the bay window.
Fix with just a spot of glue
on the front edges.
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